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used if approved by the Engineer. 
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� WALKWAY BRACKET

� BRACKET
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1� NPS EXTRA STRONG PIPE

SEE "DETAIL B"

CENTER POST HINGE

TWO POST HINGE

END POST HINGE

TOP OF WALKWAY BRACKET

1� NPS Std PIPE

� WALKWAY BRACKET
� WALKWAY BRACKET

SEE "DETAIL A"

SAFETY CABLE

HOLE IN INTERMEDIATE POST

THREAD CABLE THROUGH �" Ø

OF EACH CABLE, Typ

TURNBUCKLE AT ONE END

�" Ø HOLE

Typ

Min RADIUS,

Typ TOTAL 4 PER BRACKET

FLAT, AND LOCK WASHERS,

HEAD A307 BOLT WITH NUT

�" Ø HOLE FOR �" Ø Hex

� HINGE

LOCKNUT�" CABLE

MOUNTING ANGLE

�" WELDLESS DROP FORGED EYEBOLT WITH

1�" INTEGRAL SHANK, Hex NUT, 2 FLAT

WASHERS AND LOCK WASHER-PEEN THREADS

Typ

ADJUSTMENT-JAW AND EYE TYPE,

TURNBUCKLE WITH 4�" Min

�" WELDLESS DROP FORGED

Min TO CLEAR WELDS

GALVANIZING

AS REQUIRED FOR

�" Ø DRAIN HOLES

� HINGE

GRIND TO CLEAR

WALKWAY GRATING DETAILS

FRAME ANGLE

END VERTICAL

�" WELDLESS DROP FORGED EYEBOLT WITH

1�" INTEGRAL SHANK, Hex NUT, 2 FLAT

WASHERS AND LOCK WASHER-PEEN THREADS

1� x 1� x 0’-2�"

BAR
BAR 5 x � x 0’-7�"

CENTER POST:

BAR 5 x � x 0’-8�"

END POST:

BAR 2 x � x 0’-4"

ROTATE FREELY DUE TO ITS OWN WEIGHT

BAR 1� x � x 0’-5", KICKER ´ MUST

BAR 1� x 1� x 0’-2�"

BAR 1� x � x 0’-2�"

CLIP TOTAL 3 PER END

�" STAINLESS STEEL CABLE

SHANK LENGTH = 3"

AND LOCK WASHER.
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�" DROP FORGED EYEBOLT

�
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6 x � x 0’-6�"

BAR

BAR 6 x � x 0’-8"

AT CENTER POST.

NUT. LEAVE TOP HOLE EMPTY

PREVAILING TORQUE LOCK

HOLE FOR �" A307 BOLT 
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